
External Cladding—Complete External Builds
Internal Builds—Transportable Pods/SCIF’s
Walls—Ceilings/Roof—Steelwork—Doors—Grilles
To Any Size or Security Standard Listed Below

LPS 1175
• SR1

• SR2

• SR3

• SR4

• SR5

NPSA
ModuSec GS/GSE

Multi-Threat
• Fire

• Blast

• Ballistics

• RF/EMC

• Accoustics

Plus: Insulation U values to meet UK Building Regulations

Approved for

UK Government Use.

For details contact NPSA

ModuSec
from

Secure Modular 
Construction Solutions

‘Modusec’
LPS 1175:

Issue 7
Security Rating 1-5

Cert No. 1103a and 1103b



Construction Options: Any Size - Any Purpose

Steel faced, pre-finished panels with 
a high performance thermal barrier 
core, lock together from inside to form 
a protective enclosure that is quick and 
clean to build to any size. No wet trades.

Walls support ceilings with no perimeter 
steel  required. Ceilings centres up to 
6m or 3m for high security options.

LPS1175 SR1-SR5 panels: 100mm thick 
with inserts depending on security level.

NPSA ModuSec GS panels: 120mm thick, having further attack resistant materials. 

Walls up to 6m high built 
vertically  (3m for high 
security)  or any height 
supported horizontally.

Follow the line of 
portal steels with 

purlins & roof                   
sheets over.



Support steel designed to meet project requirements

30m Clear Span - supported 
on bottom flange of trusses.

15m Single spans. Intermediate 
columns or walls can be used 
for larger spans or reducing 
beam sections.

Small spans with boxed in steels under. Steels under ceilings. Also supporting high level services.

Extends the life of the building. Individual 
panels are easily replaceable if damaged.

Optional ModuSec Rainscreen
Vertical or horizontal 
orientation.

Available in a wide 
range of colours and 
finishes.



External Builds

Small server rooms—
single or double 
pitched roof.

A range of pre finished 
colours available.

Double storey data centre with roof 
deck for plant.

Single storey data centre with curved standing 
seam roof.

High Security Cladding: 15m high to soffits.



Internal Builds

Slab to slab 
construction 8m high. 
Walls , support steel, 

doors, penetrations 
cut and security grilles 

provided.

Services faced fixed to 
finished inside walls.

Walls , ceilings, steel support, doors, raised access floor built inside an existing building.



Transportable Pods/SCIF’s: Full fitout options available

Single Pods to any security standard or size up to 4.2m 
wide x 15m long for transport.

Double width pod—or combine multiple 
pods on site.

Line standard 
ISO containers 

with high 
security 

panels & door.Stacked 
double 
height 
pods.



Single or Double Doors—manufactured in house

Standard fire rated single & double doors with single point locks. Windows or vision panels.

Large scale 
secure roller 
shutter or 
folding doors 
to incorporate 
into our walls.

High Security 
doors with 3 
point locking 
to meet a 
wide range of 
operational 
requirements.

Blast/Ballistic 
options on 
single doors.



Why come to Remtech for modular construction solutions

• 	 In house design, manufacture of panels, doors, steel fabrication, security grilles.  
In house delivery and installation guarantees a complete project will meet the  
specified standard with a single point of contact

• 	 30 year+ proven track record and unequalled experience of high security modular 
construction from security cleared UK personnel

• 	 ModuSec GS/GSE option approved to NPSA (Formerly CPNI) UK Government  
forced attack standard. Also available to LPS1175 SR1-5

• 	 90/90 min fire rating on panels and doors with doors, windows and  
service entry points tested in the panels

• 	 60/120 min fire rating For NPSA GS/GSE Options

• 	 Blast tested option: C15—100Kg TNT at 15m.

• 	 Ballistic protection option: BS EN 1522/23 FB4 (0.44 Magnum handgun).  
Higher rating available

• 	 U value of 0.22W/m2K to meet UK Building Regulations and provides  
exceptional insulation

• 	 Sound attenuation up to 59dB Rw

• 	 RF/EMC (Tempest) options for SCIF’s

• 	 Wipe clean surfaces with no wet trades for a quick, clean build and  
maintenance free surfaces

• 	 Maximise internal space. Build directly against existing walls or steels

• 	 Fire rated, non-toxic, non-porous phenolic solid core (not PIR or mineral wool)  
does not take on moisture—maintaining its structural and fire integrity indefinitely

• 	 External surfaces warranted for up to 40 years with our  
easily replaceable in-house ModuSec rainscreen

• 	 Standard and high security panels can be integrated—for a completely seamless build

• 	 Build to any height with horizontally mounted wall panels.  
Ceilings to any span with support

For further details visit www.remtech.com

Call 01202 827696 or email sales@remtech.com


